
NZ NAIL INDUSTRIES LTD

FLAT & JOLT HEAD NAILS
 150 6.00 29
 125 5.30 45
 100 4.50 77
 100 4.00 98
 90 3.55 138
 75 3.15 210
 60 2.80 330
 50 2.50 500
 50 2.24 618
 50 2.00 760
 40 2.00 930
 25 1.60 2270
 19 1.60 2900

For Galv deduct 10%

GALVANISED
 75 TIM-DECK 195
 60 FLOORING 250
 60 TIM-PALING 240

GALV. HARDIE NAILS
 60 3.15 245
  50 2.80 360 
  40 2.80 435
 25 2.50 770

GALV. BRACKET NAILS
 30 3.15 465

GALVANISED CLOUTS
 40 2.80LH 425 
 19 2.80LH 740
 40 2.50 520
 30 2.50 665
 30 2.00 920
 25 2.50 770

CLOUTS - PLASTERBOARD 
GOLD PASSIVATED

 50 2.80 375
 40 2.80 465
 30 2.80 645

GALV. SPRINGHEAD (TWISTED SHANK)
 75 3.15 105
 60 3.15 120

PANEL PIN - PLATED
 50 2.00 780
 40 1.60 1520
 30 1.60 2000
 25 1.60 2400
 19 1.60 3000
 25 1.25 3900
 15 1.00 8000
 12 1.00 12500

GALVANISED STAPLES 
Sliced Cut & Barbed

 50mm x 4.00mm 105
 45mm x 4.00mm 115
 40mm x 4.00mm 120
 30mm x 3.15mm 260
 27mm x 2.80mm 360
 25mm x 2.50mm 480
 19mm x 2.00mm 1020

 Metric Length Sizes Dia Approx Count 
 (mm) (mm) (per kilo)

Stainless Steel

Silicon Bronze

Bright Jolt and Flat Head

Galvanised Jolt and Flat Head - Bracket nails

Clouts Miscellaneous - Clouts Gold Passivated

Hardie Nails - Hardie Underlay (25 x 2.5 Clout)

Flooring - Paling - Decking

Roofing Nu Fix - Roofing Springheads

Panel Pins

Staples

Silicon Bronze Nails

Stainless Steel Nails

www.nznails.co.nz



Product Description 
Length x Dia (mm)

Grade Approx No. 
(per kilo) Pack Size

FLAT HEAD

150 x 6.00 (P) mm  316 30 5kg, 500g.
125 x 6.00 (P) mm 316 36 5kg, 500g.
100 x 4.00 A/G mm 316 95 5kg, 2kg, 500g.
90 x 4.00 A/G mm 316 105 5kg, 2kg, 500g.
75 x 3.15 A/G mm 316 215 5kg, 2kg, 500g.
60 x 3.15 A/G mm 316 260 5kg, 2kg, 500g.
30 x 2.80 A/G mm 316 609 5kg, 2kg, 500g.
30 x 2.00 A/G mm 316 925 5kg, 500g.
25 x 1.60 A/G mm 316 2400 5kg, 100g.
19 x 1.60 A/G mm 316 2740 5kg, 100g.

HARDIE FLAT HEAD

75 x 3.15 A/G mm 316 215 5kg, 2kg, 500g.
60 x 3.15 A/G mm 316 260 5kg, 2kg, 500g.
50 x 2.80 A/G mm 316 390 5kg, 2kg, 500g.
40 x 2.80 A/G mm 316 475 5kg, 2kg, 500g.

HARDIE LINEA JOLT HEAD

60 x 3.15 A/G mm 316 260 5kg, 2kg, 500g.

BRACKET FLAT HEAD

45 x 3.30 A/G mm 304 300 5kg, 2kg, 500g.
30 x 3.15 A/G mm 316 475 5kg, 2kg, 500g.

DECKING NAILS

75 x 3.15 A/Gmm CSK Hd 316 215 5kg, 2kg, 500g.
60 x 3.15 A/Gmm CSK Hd 316 260 5kg, 2kg, 500g.

JOLT HEAD

100 x 4.00 A/G mm 316 95 5kg, 2kg, 500g.
90 x 4.00 A/G mm 316 105 5kg, 2kg, 500g.
75 x 3.15 A/G mm 316 215 5kg, 2kg, 500g.
60 x 3.15 A/G mm 316 260 5kg, 2kg, 500g.
50 x 2.80 A/G mm 316 390 5kg, 2kg, 500g.

ROSE HEAD

100 x 4.00 A/G mm 316 95 5kg, 2kg, 500g.
90 x 4.00 A/G mm 316 105 5kg, 2kg, 500g.
75 x 3.15 A/G mm 316 215 5kg, 2kg, 500g.
60 x 3.15 A/G mm 316 260 5kg, 2kg, 500g.
50 x 2.80 A/G mm 316 390 5kg, 2kg, 500g.
40 x 2.80 A/G mm 316 475 5kg, 500g.
30 x 2.80 A/G mm 316 609 5kg, 500g.
30 x 2.00 A/G mm 316 925 5kg, 500g.
19 x 1.60 A/G mm 316 2740 500g, 100g

Product Description 
Length x Dia (mm)

Approx No. 
(per kilo) Pack Size

FLAT HEAD

100 x 4.00 A/G mm 90 5kg, 2kg, 500g.
85 x 3.25 A/G mm 150 5kg, 2kg, 500g.
75 x 3.25 A/G mm 175 5kg, 2kg, 500g.
60 x 3.25 A/G mm 220 5kg, 2kg, 500g.
50 x 2.80 A/G mm 360 5kg, 2kg, 500g.
40 x 2.80 A/G mm 440 5kg, 500g.
30 x 2.00 A/G mm 1110 500g, 100g.
25 x 1.60 A/G mm 2040 500g, 100g.
19 x 1.60 A/G mm 2740 500g, 100g.

ROSE HEAD

100 x 4.00 A/G mm 90 5kg, 2kg, 500g.
85 x 3.25 A/G mm 150 5kg, 2kg, 500g.
75 x 3.25 A/G mm 174 5kg, 2kg, 500g.
60 x 3.25 A/G mm 220 5kg, 2kg, 500g.
50 x 2.80 A/G mm 360 5kg, 2kg, 500g.
30 x 2.00 A/G mm 1110 500g, 100g.
25 x 1.60 A/G mm 2040 500g, 100g.
19 x 1.60 A/G mm 2740 500g, 100g.

PENTAGON HEAD

100 x 4.00 A/G mm 90 5kg, 2kg, 500g.
85 x 3.25 A/G mm 150 5kg, 2kg, 500g.
75 x 3.25 A/G mm 175 5kg, 2kg, 500g.
60 x 3.25 A/G mm 220 5kg, 2kg, 500g.
50 x 2.80 A/G mm 420 5kg, 2kg, 500g.

STAINLESS STEEL SILICON BRONZE

NZ NAIL INDUSTRIES LTD
Mt Wellington, Auckland

A/G = Annular Grooved    (P) = Plain

HEAD TYPES

JOLT FLAT HARDIE FLAT ROSE

CSK BRACKET FLAT PANEL PIN PENTAGON

ANNULAR GROOVED SHANK / RING SHANK

Product Description 
Length x Dia (mm)

Grade Approx No. 
(per kilo) Pack Size

PENTAGON HEAD

100 x 4.00 A/G mm 316 95 5kg, 2kg, 500g.
85 x 3.15 A/G mm 316 188 5kg, 2kg, 500g.
75 x 3.15 A/G mm 316 215 5kg, 2kg, 500g.
60 x 3.15 A/G mm 316 260 5kg, 2kg, 500g.
50 x 2.80 A/G mm 316 390 5kg, 2kg, 500g.

PANEL PIN NAIL

50 x 2.00 (P) mm 316 780 5kg, 2kg,100g.
40 x 1.60 (P) mm 316 1520 5kg, 100g.
30 x 1.60 (P) mm 316 2000 5kg, 100g.
25 x 1.60 (P) mm 316 2400 100g.

5kg

2kg

500g

100g

5kg

2kg

500g

100g


